TURK STANDARDLARI ENSTITUSD
TURK STANDARDLARINA UYGUNLUK BELGESI

TURKISH STANDARDS INSTITUTION
CERTIFICATE OF CONFORMITY TO TURKISH STANDARDS

BELGE NUMARASI
REFERENCE NUMBER OF LICENCE

BELGENIN ILK VERILIS TARiHI
DATE OF FIRST ISSUE OF LICENCE

BELGENIN SON GEGERLILIK TARIHi
LICENCE VALID UNTIL

BELGE SAHIBI KURULUSUN ADI
NAME OF THE LICENCE HOLDER

BELGE SAHIBi KURULUSUN ADRESI
ADRESS OF THE LICENCE HOLDER

URETIM YERI ADI
NAME OF THE MANUFACTURING PLACE

URETIM YERIi ADRESi
ADRESS OF THE MANUFACTURING PLACE

IPTAL EDILEN BELGE NUMARASI (Varsa)
INDICATION OF SUPERSEDED LICENCE (if any)

TESCILLI TICARI MARKASI
REGISTERED TRADE MARK

iLGILI TURK STANDARDI
RELATED TURKISH STANDARD

BELGE KAPSAMI
SCOPE OF LICENCE
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000043-TSE-12/04
07.12.2011
25.10.2024

VATAN KABLO METAL ENDUSTRI VE TICARET ANONIM
SIRKETI

SARAY MAHALLESI OMER FAIK ATAKAN CADDESI YILMAZ PLAZA
NO:3 IC KAPI:3 UMRANIYE-ISTANBUL ISTANBUL/TURKIYE

VATAN KABLO METAL ENDUSTRI VE TiC. AS.

VELIMESE ORGANIZE SANAY] BOLGESI MAHALLESI 111. SOKAK
NO:4/1 ERGENE TEKIRDAG / TURKIYE

000043-TSE-12/03
vatan kablo sekil

TS 3/09.01.2017

-BAKIR ILETKENLER — ES MERKEZ ADIMLI VE ORGULU -

HAVA HATLARINDA KULLANILAN

-ILETKEN KESIT ALANI 10 mm? ve 185 mm? OLAN

e-imzali/e-signed
03.01.2024

Belgelendirme Merkezi Baskani Adina
AKDOGAN BULUT

“Bu belge, belgelendirilen Uriinin, firetim yennin Enstitimiiziin belirledigi sartlan karsdadigim da gosterir.

“Bu belge, hic bir suretle tahrif editeme; Kismen veya okunmasini Zorlagtiracak sekilde cogaltilamaz. kazint ve silinti yapilamaz.

“TSE ISTANBUL BELGELENDIRME MUDURLUGU * Adres: Cayirova Tren Istasyonu Yan CAYIROVA/GEBZE * Telefon: 2627231273* Faks: 2627231606

“TSE BELGELENDIRME MERKEZ BASKANLIGI; Adres: Necatibey Cad. No:112 06100 Bakanliklar’ ANKARA - Telefon: 0 312 41664 81/416 64 27, Faks:0 312 41§ 66 17 E-posta

bmb@tse.org.tr, web : www.ise.org.tr
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